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Finally the list of RSC frame modifications...word for word. As you will see there is not much in the way of dimensions etc for these things but it may help.

1. Remove extraneous tank/seat/sidepanel brackets
2. Remove sidestand and centrestand lugs
3. Remove battery/tooltray holding plate and replace with single tube
4. Remove brake pedal mount tube and refill chassis tube
5. Remove pillion footrest/silencer mount tubing and replace with race kit replica mounts in 2mm sheet steel fabrications with steel footpegs (see diagram above)
6. Fit fairing bracket holding tube
7. Increase thickness of steering stop plate
8. Fit cross bracket fabrication with seat mount pegs and fuel tank strap holder
9. Fit four 6mm threaded bosses and two brackets for central oil tank mounts
10. Finish weld around rear shock absorber mounts
11. Fit hydraulic damper mounting tube
12. Fit four 5mm threaded bosses for HT Coil mounting
13. Fit weld on fairing brackets (For dzus fasteners) to front frame downtubes (if required)
14. Fit left hand horn bracket to match existing one - together both brackets will take various types of oil cooler - this modification not required for genuine kit cooler
15. For alloy Daytona seat cut off rear frame ends and blank off. Move existing ear mudguard mounting bridge forward by 5cm using round peg fittings for front of seat instead of flat tabs
16. Shotblast chassis for stress relief and finish in gloss black coating of choice
17. Fit swingarm with bronze bushings, centre spacer, spindle and chrome nuts.
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Good luck ,I got this from a forum I cannot remember which
